
High-grade aluminum alloy panel, strong and durable, beautiful and elegant ;
With a built-in digital audio processor to enhance the effect of noise reduction and improve the voice 
pick-up distance and audio quality ;
Avaliable for choosing single or double-key to realize full duplex intercom ;
Supportive of offline intercom (initiate & receive) without server;
Built-in HD wide-angle camera(1080P) which adopts the H.264 coding format to make HD video inter-
com ;
Supportive of standard ONVIF protocol to send the video to the 3rd-party platform for displaying ;
Supportive of video backtrace function , the IP paging microphone can display both real-time and 
backtrace video of terminal during intercom ;
Supportive of screenshot upload ,when the call center microphone is busy, the current video image of 
the terminal will be automatically uploaded to the control center microphone for display ;
Supportive of standard sip protocol ,can be registered to VOIP phone system independently ;
Built-in 3W speaker and mic , available for hands-free call and receiving broadcast ;
With 1 interface of alarm in to connect external alarm button ;
With 1 interface of alarm out to control door lock or alarm light ;
Standard RJ45 interface , supportive of POE power supply , supportive of crossing network segment 
and router.

XC-9136AV/BV
IP VIDEO INTERCOM TERMINAL

MAIN FUNCTIONS
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SPECIFICATIONS

IP Video Intercom Terminal

Industrial grade chips
<5W
20Hz-18KHz
8KHz~44.1KHz，16bit

8kbps-320kbps
>60dB
<200ms
QVGA/VGA/720P/1080P

H.264
128kbps-10Mbps
Support
TCP/IP、UDP、ARP、ICMP、IGMP、HTTP、SIP
10M/100M self-adaptive

CMOS
1080P
140°-160°
Support
-45±3dB
Omnidirectional
3W
4 ohm
24V/1A
3.81-2P terminals
1*RJ45
Support
1*Alarm in
1*Alarm out , support controlled 12V power output switching
-20℃-50℃
≤90%（Not condensing）
Aluminum alloy
Silver
Embedded
94.2x163.5x32mm
0.6Kg

Chip
Standby consumption
Frequency range
Audio sampling&bit 
rate
Audio transmission rate
SNR
Delay
Video transmission 
resolution
Video codec
Video transmission rate
ONVIF protocol
Network protocol
Network transmission 
rate
Camera type
Resolution
Field angle
Wide Dynamic
Sensitivity
Directivity
Rated power
Impedance
DC power input 
Recording output
RJ45
POE power supply
Alarm in
Alarm out 
Working temperature
Working humidity
Shell material
Color
Installation
Dimension
Weight



INTERFACE

IP Video Intercom Terminal

Front panel

Rear panel

① Speaker: amplify the remote voice. 
② Camera: restore the local video.
③ Call button (one button / two buttons for options): press any button to call 
the target terminal.
④ Pickup microphone: pick up the local voice.

① Network input interface: insert cable and connect to the server. 
② Alarm input/output interface, please define alarm output interface function 
from “③SW Switch”, please refer to the below picture.

③SW switch: alarm output/12V power output choose to flip the switch. 
④Power input interface: connect 24V/1A power supply.
⑤Cascade interface: connect alarm control box 
PWR:Power port
T/R:Signal port
GNG:Ground port
⑥Recording output interface
REC-:Recording output-
REC+:Recording output+



 INSTALLATION

IP Video Intercom Terminal

WIRING

1. Drill the wall according to the installation diagram of opening pole position, 
then insert five plastic expansion sleeves into the drilled hole. 
2. Fix the magnet to the “location of magnet mounting hole” with the M3*16 
white countersunk head self- tapping screw (Screw in from countersunk). 
3. Install the bottom shell on the wall with a M4*25 semi- round head self- 
tapping screw. 
4. Cover the panel and install the panel with the M3*8 hexagon socket coun-
tersunk head screw.



IP Video Intercom Terminal

APPLICATION
Application 1

Application 2

IP video intercom terminal XC-9136AV/BV support standard sip protocol ,can be 
registered to sip server to make a two-way intercom  with sip phone or sip softphone.

IP video intercom terminal XC-9136AV / BV with an alarm output interface, which can 
be connected to a police light or door lock. During the intercom with the IP paging 
microphone, the IP paging microphone can be used to remotely trigger the alarm light 
alarm or remote unlock.



IP Video Intercom Terminal

Application 3

IP video intercom terminal XC-9136AV / BV supportive of offline intercom function 
and can call to a preset target in offline state.
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